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Designed for abrasion
protection of air 
conditioning hoses
Features and Benefits

• Easy to cut and assemble
• Tight fit for tight spaces
• Nylon tie straps will hold 

in place (FF9349-22-150 
for all sizes of sleeve)

SLEEVE SIZE USED FOR GH134
HOSE SIZES (PART NUMBER)

GH134-6 FF90224-16
GH134-8 FF90224-16
GH134-10 FF90224-24
GH134-12 FF90224-24

SLEEVE WILL ACCEPT A HOSE WITH A
PART NUMBER MAXIMUM O.D. OF  MINIMUM O.D. OF

FF90224-16 1.12 0.68
FF90224-24 1.93 1.18

Nylon Sleeving

Heat Sleeving

FF90356 REFLECTIVE CROSS DIAMETER FOR GH134 AND 
HEAT SLEEVE SIZE (INCHES) FC505 HOSE SIZE

FF90356-01 1.00 -6 & -8
FF90356-02 1.25 -10 & -12
FF90356-04 0.75 -6
FF90356-05 0.62 -4
FF90356-06 1.50 -16

Designed for heat
deflection of air 
conditioning hoses
Features and Benefits

• Fiberglass reinforced
• Wall thickness .025
• Protects from radient heat

to plus 400˚C (review 
application with Eaton
Sales Representative)

• Nylon tie straps will hold 
in place (FF9349-22-150 
for all sizes)
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TUBE SIZE "A" BRACKET "B" BRACKET "C" BRACKET "D" BASE 
DESCRIPTION PART NUMBER USED ON THICKENESS RETAINER WIDTH RETAINER HEIGHT BRACKET LENGTH

Tube Grommet FF90420-06 6 — — — —
Tube Grommet FF90420-08 8 — — — —
Tube Grommet FF90420-14 14 — — — —

Flange Screw FF90453 All — — — —

Bracket Top* FF90421-06 6 2.5/.098 30/1.181 7/.276 —
Bracket Top* FF90421-08 8 2.5/.098 30/1.181 7/.276 —
Bracket Top* FF90421-14 14 2.5/.098 30/1.181 7/.276 —
Base Bracket** FF90422-14 14 2.5/.098 30/1.181 — 54/2.13

*   Figure 1 and 2
** Figure 3

Retaining
Bracket

"Eaton introduces
mechanical tube brackets!"

Eaton's new tube brackets
have been designed specifi-
cally for a customer's unique
bracketing requirements.
The three-piece design
begins with an EPDM grom-
met (figure 4), which mini-
mizes tube friction, and
"locks" the bracket onto the
tube.  This design withstands
vibration in the toughest of
environments, without slip-
page, and offers ease of fit
up, that is often difficult with 

welded brackets.  To com-
plete the assembly, the
bracket connection is the
customer's design, and the
bracket retainer, or bracket
top, is sized for a specific
tube O.D.

To install the assembly, the
bracket top and bracket bot-
tom, lock into place, with the
ease of a flange screw.

Part numbers for the grom-
met, bracket top and flange 

screw are shown in the 
chart below.  A sample of
the connecting bracket, is
shown in figure A.  

Please contact your Eaton
Sales Representative, or
Eaton Applications Team 
to discuss additional designs
that are currently available,
or the opportunity to support
a new design for your 
specific application.

Figure 4 GrommetFigure 2 Bracket Top Figure 3 Base Bracket
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